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TEST REPORT

UN38.3
NAME OF SAMPLE: 125kW/261kWh 1&C Energy Storage Systems
EZLE 125KW/261KWh TRVl v il fe— 14

Sunpal Power Co., Ltd.

CLIENT.:
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TEST REPORT

Ref. No.: RZUN012026-6617 Page 2 of 8 Pages
Name of samples: 125kW/261kWh 1&C Energy | Type/Model:

Storage Systems A5 Hk%: ESS-E261LP

FE L FR: 125KW/261KWh T i il A it fie — A dE 832V 314Ah 261kWh

Color: White Physical shape: Prismatic

FES B H FESAR: MM

Commissioner address: 3F, XinCheng Electric Power
Building, No. 398 Ganquan Road, Shushan District,

Commissioned by: Sunpal Power Co., Ltd. 230000 Hefei City, Anhui Province, PEOPLE’'S
ZAL AL S M BRI R TR A 7 REPUBLIC OF CHINA
ZAL At o E 2B ST & L X H R B 398 5
I K 3 #E

Manufacturer address: 3F, XinCheng Electric Power
Building, No. 398 Ganquan Road, Shushan District,

Manufacturer: Sunpal Power Co., Ltd. 230000 Hefei City, Anhui Province, PEOPLE’'S
S T 2 A R T R R PR REPUBLIC OF CHINA
il p ks o [ 22 R A I T &L X SR 398 S
APNE Y
Factory: JIANGSU SFERE ELECTRIC CO.,LTD. Factory address: No.1 Dongding Road, Jiangyin
AR LI R R B AU A PR A ARk VLR T AR E B 15
Classification of test: Commission Test Quantity of sample: 1 Battery assembly
I ) ZEHE FEmECE: 1 SR

Tested according to:

WA bR i - ST/SG/AC.10/11/Rev.8/Amend.1/Section | S2mPle identification:

FESARIR TS S1#

38.3

Receiving date: Means of receiving: Submitted by commissioner
BAEH M 2026-08-11 BT TATHALERE

Completing date: Test item: -

SEH H: 2026-08-14 MARTH : -

Test conclusion:

Tor 45 18

The 125kW/261kWh 1&C Energy Storage Systems submitted by Sunpal Power Co., Ltd. complies with
the requirements of Section 38.3 of the Eighth revised edition Amendment 1 of the Manual of Tests and
Criteria (ST/SG/AC.10/11/Rev.8/Amend.1/Sectig

E 5 A i i T RE YRR 0 PR w1 AG )
HETEY )BT RIEIE 1 % 38.3 MG ELK

PR RE— A, FFEBREE CRIGAIFR

S il 6-08-14
\/
Title: Manager
e NHR S5 2
Approved by: Zhang Siyao Reviewed by: Liu Zhen Tested by: Lin Qingyuan

o e Zhegsiee w0 B L B W i Qi

LTC-R-4279-UN38.3-B3
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Sample weight/Ff it H&: 2670 kg;

Description and illustration of the sample/Ff & it B b fifiik:
1. The sample’s status is good. / # iR B 4

2. Sample information and compositions/ £ {5 5 41 1%,

Name of samples | Sample category Type/Model Specifications Composition
FE A FR LR LERS) Mk ZSH H A
125kW/261kWh
1&C Energy .
Consists of 5
Storage Systems Battery assembly 832V 314Ah ; A
125KW/261KWh SRR A ESS-E261LP 261kWh batterfei / QEE? '
TRk R — AR
GNE
L'q'“é':,;ti) OrSIEd Consists of 52
Battery 166,4V 314Ah component cells /
PACK(1P52S \ - ! 17 by e
K ) 2] ECO-P1P52LP 52249kWh | 152 P B
¥ pack Y
(1P52S) -
LFP Cell Component Cell LFP71173207/31 3,2V 314Ah Single cell / 2.5
IR e e 5 P LS 4Ah 1004,8Wh 9 =
3. Item information /5 H {5 &
Name of samples Item Sample No. State Remark
FE it 44 FR B gE| FE i S R #iE
125kW/261kWh 1&C Energy
Storage Systems more than 6200Wh
125KW/261KWh Tk | 38-3-3.1(9) S it 6200Wh )
fifi e — 1AM

Description of the sampling procedure/HUEEFE 72 15 B -

/

Description of the deviation from the standard, if any/Jllit45 £ A

/

FEE bR AT ) 150 1

1.

Remarks/4E:

Throughout this report a comma is used as the decimal separator.
AR v DL S AR N R
The 125kW/261kWh 1&C Energy Storage Systems (ESS-E261LP) described in this report is a
collection of Liquid-cooled Battery PACK(1P52S) (ECO-P1P52LP). The Liquid-cooled Battery

PACK(1P52S) (ECO-P1P52LP) has passed the testing of ST/SG/AC.10/11/Rev.8/Section 38.3. See

the report RZUN012025-0137. According to the standard requirements, T.1~T.8 not need to be
verified for 125kW/261kWh 1&C Energy Storage Systems (ESS-E261LP).

A iR 125KW/261KWh R4 g fe—1kH (ESS-E261LP) =74 pack (1P52S)
P1P52LP) AR, %A pack (1P52S)

(ECO-P1P52LP) it

ST/SG/AC.10/11/Rev.8/Section 38.3 Mk, 1% Wk i5 RZUN012025-0137. HRIEARMEE R,
125KW/261KWh LR A it — R4 (ESS-E261LP) L ##4T T.1~T.8 k.

(ECO-

LTC-R-4279-UN38.3-B3
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Photos of Samples Ff /i f& /i

@ Sunpal

@ Sunpal

Energy Storage System

Product Model [ essezs10p

Grid Input/Output Port

Nominal ACVoltage 3/N/PE AC 230/400V
Nominal AC Frequency S0/60Hz

Max. AC Current AC190A

Max. AC Power 125kW

Rated Capacity 3148h

Rated Energy 261.248KWh

Auxiliary Power Supply

Nominal Input Voltage 1/N/PEAC 230V
i 50/60Hz
urrent AC15A
1PS5.
1
Operation Ambient Temperature 25, .., 55¢C

AMNEHCE

Sunpal Power Co., Ltd.

Battery assembly / & it (ESS-E261LP 832V 314Ah 261kWh)

LTC-R-4279-UN38.3-B3
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Photos of Samples #f & i F

Battery / HihZH
(ECO-P12LP 166,4V 3]:4Ah 52,249

i 2 L ”’fyi&

kWh)

-

o

Elecnova
Liquid-cooled Battery PACK(1P52S)

Product Model | ECO-P1P52LP | CHG/DHG Rate

Cell Type LFP-314Ah  |Dimension(W*D*H)[800*1135*248mm
Rated Energy | 52.249kWh |P Rating m

Rated Voltage | DC 166.4V 352kg
Voltage Range |DC 145.6~187.2V]

Shanghai Elecnova Energy Storage Co., Ltd.

ce ® A A X

LTC-R-4279-UN38.3-B3
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Photos of Samples #¥: & 18 F

Component Cell / P 3 FLEs

(LFP71173207/314Ah 3,2V 314Ah 1004,8Wh)
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ST/SG/AC.10/11/Rev.8/Amend.1/Section 38.3

Clause

B

Requirements

PRHEEDR

Result

GR

Verdict
H g

38.3.3.1
(@)

Requirements/fx i 53k

When lithium batteries that have passed all
applicable tests are electrically connected
to form a battery in which the aggregate
lithium content of all anodes, when fully
charged, is more than 500g, or in the case
of a lithium ion battery, with a Watt-hour
rating of more than 6200Wh, the assembled
battery does not need to be tested if the
assembled battery is of a type that has
been verified as preventing:

(i) Overcharge;

(i) Short circuits; and

(iii) Over discharge between the batteries.
1xof - CL R B A 3 e o 2 s 2H DA
P, S S 3 1T R PR B B LV AL, AN AE 5E A A
A IERR S TS KT 500 5, ERAE
P T BRI LN, WVEIUE [ BL N H
ik 6200 FLI, 24 pHL A AN 22 e IR
T Ay AR R AR B, B T 7 Bk AT R 5
(T.1~T.8 ML -

(—) TR

() s LR

(=) HIbA a3 s

The watt-hour rating of
125kW/261kWh I&C Energy Storage
Systems (ESS-E261LP) is 261kWh
(more than 6200Wh);

1% 125KW/261KWh T3l A i fe
— kM (ESS-E261LP) (1% € It
#oN 261kWh Gt 6200Wh)

After verification, the 125kW/261kWh
I&C Energy Storage Systems (ESS-
E261LP) is equipped with the energy
storage system management unit,
which can monitor and control each
battery component. By sending
instructions and cutting off the loop of
the 125kw/261kWh 1&C Energy
Storage Systems, it can prevent
overcharging, short circuit, and
excessive discharge among the
battery strings in the battery
component.

ZI63F, 125KW/261KWh Tk 4
f# e — &K (ESS-E261LP) H £ fif
RERSEHHIC, REWE WD I 42 i) %
R, @i kizikE S, T
125KW/261KWh L 5 b il 4 fi g — 14
GERIREI NSy Wb N ([ N e i
M. Bk A Eg,  DAB Ik rE b 2 AR
25 Fth 2H 2 1)L R SO R Th g

LTC-R-4279-UN38.3-B3
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= 50
Important

1. ARy JoAa I By BN 55 0 2K
The test report is invalid without the seal of CVC.

2. REKRRAEEBHFEIE, AR H AR
Nobody is allowed to photocopy or partly photocopy this test report
without written permission of CVC.

3. ARG CAHAEN . AR KAl N2 44 TR
The test report is invalid without the signatures of Approver,
Reviewer and Tester.

4. AAREIRBTICR .

The test report is invalid if altered,

5. XPRulk dra A i, MY EER & 2 B+ TR A A I EAL R HY
Objections to the test report must be submitted to CVC within 15
days.

6. AR A DO E ARG i A7 5T
The test report is valid for the tested samples only.

7. R R R EEA R, PR, PR Nl
“NIAF R B
As for the Verdict, “-” means “no need for judgement”, “P” means
“pass” , “F” means “fail” and “N/A” means “not applicable”.

N2

l'\\'

S IR LA OUA BFEENT, e IBATTIG A GEFII . 2y A 42 o w
The test data and test results given in this test report should only be used for purposes of scientific
research, teaching and internal quality control when the CMA symbol is not presented.

MLk 4 Fr/Lab Name: B EUS I A4 IR /A 7/ CVC Testing Technology Co., Ltd.
it Hisik/Lab Address: 7 A& Ml RFEWITF R KIE R ZE—#% 3 5/ No.3, Tiantai 1st Road, Kaitai
Avenue, Science City, Guangzhou, Guangdong, China.
JUARAR]T M DOGE AR 179 S FH R S D H (Ml £D 1 Testing
Location: Building D, BASIGO INTELLIGENT, No.179, Guangpu East Road, Huangpu District,
Guangzhou, P. R. China.

B i%(Tel): 020 32293888 IR 4wt (Post Code): 510663
f&  F(FAX): 020 32293889 E-mail: office@cvc.org.cn
http://www.cvc.org.cn
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